SUBWOOFER 33 KX
K2 Power

- Butyl surround
  Performance durability

- K2 composite sandwich cone
  Extremely rigid and light cone for maximum performance

- High-tech spider with integrated braid
  Performance and reliability

- Zamak chassis
  High rigidity, non-magnetic

- Multiferrite magnet
  Magnetic field optimization

- 2\(\frac{3}{16}\) [65mm] double voice coil on Kapton® support
  High power handling

- Voice coil self-regulated cooling system
  Reliability

- Voice coil self-regulated cooling system
  Reliability

- 2 x 2 ohms double voice coil
  Numerous wiring possibilities

**Technical characteristics:**

Subwoofer 13" (33cm)
Voice coil 2 \(\frac{3}{16}\) [65mm]
Max. power: 800W
Nom. power: 400W rms
Sensitivity (2.8V/1m): 90dB
Frequency response*: 30Hz – 1000Hz

<table>
<thead>
<tr>
<th>Load type</th>
<th>Volume (l)</th>
<th>Cut-off frequency (-3dB)</th>
<th>Ql</th>
</tr>
</thead>
<tbody>
<tr>
<td>Sealed</td>
<td>30</td>
<td>42Hz</td>
<td>7</td>
</tr>
<tr>
<td>Sealed</td>
<td>40</td>
<td>41Hz</td>
<td>7</td>
</tr>
<tr>
<td>Sealed</td>
<td>50</td>
<td>40Hz</td>
<td>7</td>
</tr>
</tbody>
</table>

**It makes the difference:**

- No compromise musicality
- High power handling
- Bass steadiness
- 2x2 ohms double voice coil: numerous wiring possibilities.

---

Focal® is a trademark of Focal-JMlab® - BP 374 - 108, rue de l'Avenir - 42353 La Talaudière cedex
France - Tél. [33] 04 77 43 57 00 - Fax [33] 04 77 37 65 87 - www.focal-fr.com - SCBD080627/1