The Aria CC 900 2-way center loudspeaker can be easily combined with the front speakers of the range. The CC 900 was developed with particular attention to timber matching in order to obtain sonic coherence and homogeneity for all kinds of configurations. Recommended for rooms measuring from 215ft² (20m²) and for a listening distance of 10ft (3m).

**Type**
Two-way bass-reflex center loudspeaker

**Speaker drivers**
Two 6½" (16.5cm) Flax bass - midrange
1" (25mm) Al/Mg TNF inverted dome tweeter

**Frequency response (+/- 3dB)**
57Hz - 28kHz

**Low frequency point - 6 dB**
50Hz

**Sensitivity (2.83V / 1m)**
91dB

**Nominal impedance**
8Ω

**Minimum impedance**
4.3Ω

**Recommended amplifier power**
40 - 200W

**Crossover frequency**
2800Hz

**Dimensions (H x W x D)**
7½"x20½"x9½" (200x533x245mm)

**Weight**
23lbs (10.5kg)

**Key points**
- Exclusive Flax cone
- Exclusive TNF tweeter
- Speaker drivers developed and manufactured in France by Focal
- Black High Gloss and Noyer finishes
- Front panel: leather-effect coating

**Materials**
- Magnetic cloth frame
- Simple design with noble materials
- Greatly enhanced perceived value
- Rear twin port
- No dynamic compression
- Ultra-rigid MDF construction
- Non-parallel side panels, very little vibration, neutrality

**Finish options**
- Black High Gloss
- Noyer
- Prime Walnut
- Leather effect
- Flax cone