PERFORMANCE - Auditor
R-100C

Coaxial kit

WHAT MAKES THE DIFFERENCE
• Compact
• Removable attachment

TECHNICAL CHARACTERISTICS

<table>
<thead>
<tr>
<th>Diameter: 4” (100mm)</th>
<th>Mylar Tweeter</th>
</tr>
</thead>
<tbody>
<tr>
<td>Voice-coil diameter: 1” (25mm)</td>
<td>Max. power: 60W</td>
</tr>
<tr>
<td>Voice-coil height: 0.7/16” (11mm)</td>
<td>Nom. power: 30W RMS</td>
</tr>
<tr>
<td>Magnet: 2 7/16&quot; (72mm)</td>
<td>Sensitivity (2.83V/1m): 88dB</td>
</tr>
</tbody>
</table>

Frequency response: 80Hz – 20kHz
Accessories: Supplied grilles

Butyl surround
High resistance

Polypropylene cone
Robustness

25mm (1”) voice coil
Kapton former

Steel basket
Rigid and compact

Mylar tweeter
Smoothness and precision

Mesh and ABS grille
Design and easy-to-install

Performance
CREATE YOUR SOUND

Focal® is a trademark of Focal-JMlab® - Tel. (33) 04 77 43 57 00 - www.focal.com - Images may not conform exactly to specific product. Photos L’Atelier Sylvain Madelon-SCAB-140127/1