CHORA 826
Product data sheet

Chora 826 is the flagship model from the Chora range of loudspeakers. Combining performance, dynamics and precision, this 3-way loudspeaker is the high-fidelity model by excellence that will delight music lovers. With its tilted stand, the Time Alignment enables a better soundstage that is more focused on the listener.

Key points
• High-fidelity 3-way loudspeaker providing precise, dynamic sound
• New speaker drivers with Slatefiber cone developed and manufactured in France by Focal
• Time Alignment thanks to the tilted stand: better soundstage
• Sleek, modern design

Standard finishes
Black
Dark Wood
Light Wood

Key points
• High-fidelity 3-way loudspeaker providing precise, dynamic sound
• New speaker drivers with Slatefiber cone developed and manufactured in France by Focal
• Time Alignment thanks to the tilted stand: better soundstage
• Sleek, modern design

Standard finishes
Black
Dark Wood
Light Wood

Type
3-way bass-reflex floorstanding loudspeaker

Drivers
2 x 6½" (16.5cm) Slatefiber Woofer
6½" (16.5cm) Slatefiber Midrange
1" (25mm) TNF Al/Mg inverted dome tweeter

Sensitivity (2.83V/1m)
91dB

Frequency response (±3 dB)
48Hz-28kHz

Low frequency point (-6 dB)
39Hz

Nominal impedance
8Ω

Minimum impedance
2.9Ω

Recommended amplifier power
40/250W

Crossover frequency
270Hz - 2.700Hz

Dimensions (HxWxD)
41½”x11¾”x15½”
(105.3x30.3x38.8cm)

Net weight (unit with grille)
46.6lbs (21.15kg)

Packaging dimensions
(HxWxD)
44½”x13¼”x18”
(113x34x46cm)

Net weight (with packaging)
52.9lbs (24kg)